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PRODUCT SPECIFICATION SHEET

Economic Centrifugal Spin Dryer
Low-cost centrifugal spin drying for small and medium parts after electroplating or mass finishing — SK35A (35 kg) and SK70A (70
kg).

SK35A / SK70A
MODELS

Centrifugal + heat
DRYING METHOD

3 kW
HEATING POWER

380V / 50Hz / 3ph
POWER

Technical Specifications

Specification SK35A SK70A

Barrel size Φ400 × 300 mm Φ500 × 400 mm

Weight capacity 35 kg 70 kg

Rotation speed 630 rpm 530 rpm

Voltage 380V / 50Hz / 3-phase 380V / 50Hz / 3-phase

Motor power 0.75 kW 1.1 kW

Heating power 3 kW 3 kW

Operating Notes

Recommended sequence Spin without heat 1–2 min to remove bulk water, then add heat

Heating restriction Heating function cannot be used without spinning

Load distribution Parts must be spread evenly in barrel before starting

Stopping procedure Power off first, then apply brake — never open lid while spinning

Applications Small/medium parts drying; de-oiling after machining; electroplating

Tel / WhatsApp: +86 139 0672 0286
Email: info@inovatecmachinery.com
399# Shushan Road, Huzhou, Zhejiang, China

Request a quote or ask about a matched system
Reply within 24 hours with pricing and recommendations.
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