
INOVATEC MACHINERY Mass Finishing Equipment & Media
www.inovatecmachinery.com

PRODUCT SPECIFICATION SHEET

Automatic Crankshaft Polishing Machine
Automated 2-axis deburring and polishing line for crankshafts and camshafts — 2 shafts simultaneously, integrated water
circulation and compound dosing.

≤320 mm
PROCESS DIA

500–1200 mm
PROCESS LENGTH

2 shafts
CAPACITY

4500 kg
GROSS WEIGHT

Technical Specifications

Process diameter ≤320 mm

Processing length 500–1200 mm

Working capacity 2 shafts simultaneously

Main motor 5.5 kW

Media container motor 7.5 kW

Hydraulic pump motor 3.0 kW

Water purification motor 0.8 kW

Machine dimension (L×W×H) 2750 × 1970 × 2920 mm

Electronic control cabinet 900 × 500 × 1800 mm

Water purification system 1700 × 1506 × 800 mm

Media container 2180 × 2200 × 1480 mm

Gross weight 4500 kg
System Components Included

Main machine 2-axis movement deburring and polishing unit

Conveying Crankshaft conveying line + loading line

Media Abrasive lifting device + online cleaning system

Process Water circulation + compound dosing system

Control Variable speed converter + electronic control cabinet

Utilities Water purification system

Tel / WhatsApp: +86 139 0672 0286
Email: info@inovatecmachinery.com
399# Shushan Road, Huzhou, Zhejiang, China

Request a quote or ask about a matched system
Reply within 24 hours with pricing and recommendations.
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