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PRODUCT SPECIFICATION SHEET

Rotomatic Continuous Flow Through System
Continuous vibratory finishing for high-productivity deburring and polishing — non-stop parts feed, PLC control, media recycling,
low labour cost.

Continuous flow-through
PROCESSING MODE

~15 min (Al die casting)
TYPICAL TIME

PLC programmable
CONTROL

1 operator
LABOUR

Standard Configuration

Processing mode Continuous flow-through — non-stop parts feed and discharge

Typical processing time ~15 minutes (aluminium die casting parts)

Control system User-friendly programmable PLC panel

Separation Extended separation deck (interchangeable panels)

Media management Media recycling and transporting system

Parts handling Parts loading and receiving system

Bowl frame Strong and rigid vibratory bowl frame

Compatibility Hopper compatible with factory tote boxes
Optional Additions

Undersized media separation Removes fine media breakdown from the process stream

Magnetic parts separation unit For ferrous parts similar in size to finishing media

Parts rinsing and cleaning Removes compound residue at discharge

Centre lubrication system Bearing and drive lubrication

Noise suppression cabin Reduces workshop noise levels
System dimensions and configuration determined at order stage based on part type and throughput. Contact us to discuss your application.

Tel / WhatsApp: +86 139 0672 0286
Email: info@inovatecmachinery.com
399# Shushan Road, Huzhou, Zhejiang, China

Request a quote or ask about a matched system
Reply within 24 hours with pricing and recommendations.
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